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KIVANC KRAFT TOP LINER (KTTL)  

 

TARGET CHARACTERISTICS 

 

PROPERTY                           STANDARD                UNIT                             REGULAR  RANGE   

Basis Weight ISO 536 g/m² 90 100 120 125 130 

Moisture On-line % 8,5 8,5 8,5 8,5 8,5 

SCT CD ISO 9895 kN/m 2,07 2,30 2,76 2,88 2,99 

Bursting strength ISO 2758 kPa 290 320 384 400 416 

COBB60 TOP ISO 535 g/m² 30 30 30 30 30 

COBB60 BOTTOM ISO 535 g/m² 35 35 35 35 35 

 

 

GUARANTEED   CHARACTERISTICS 

 

PROPERTY                 STANDARD    UNIT      TOLERANCE         

Basis Weight   ISO 536 g/m² ±4% Unit 90 100 120 125 130 

Moisture On-line % ±2% Unit 8,5 8,5 8,5 8,5 8,5 

Bursting strength            ISO 2758 kPa Min. 270 300 360 375 390 

COBB60  TOP ISO 535 g/m² Max. 40 40 40 40 40 

COBB60 BOTTOM ISO 535 g/m² Max. 50 50 50 50 50 

 

All  grammages not listed  in TDS, may be available please contact our sales team for detail. 
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